UNITED STATES DEPARTMENT OF THE INTERIOR
Bureau of Mines Special Publications SP 06A-06D-94

INTERNATIONAL LAND RECLAMATION AND MINE DRAINAGE CONFERENCE

AND

THIRD INTERNATIONAL CONFERENCE ON THE
ABATEMENT OF ACIDIC DRAINAGE

Volume 1 of 4: Mine Drainage

Proceedings of a conference held in Pittsburgh, PA on April 24-29, 1994.

The annual meeting for the American Society for Surface Mining and Reclamation
and the Canadian Land Reclamation Association.

TABLE OF CONTENTS VOLUME I

MODELING MINE WATER QUALITY

Assessing the Risk of ARD. K. D. Ferguson and J. D. Robertson. p. 2

An Empirical Technique for Predicting the Chemistry of Water Seeping from Mine-Rock Piles. K. A. Morin and N. M. Hutt. p. 12

Assessment of Contaminant Load Changes Caused by Remining Abandoned Coal Mines. J. W. Hawkins. p. 20

Modeling Recharge and Runoff to Predict Copper and Zinc Transport from Lime Amended Tailings at the Silver Bow Creek CERCLA Site. W. M. Schafer, J. G. Goering, T. R. Grady, E. Spotts and D. R. Neuman. p. 40

Modeling Field-Scale Transport of Weathering Products in Mining Waste Rock Dumps. N. Eriksson and G. Destouni. p. 50

WATER TREATMENT WITH WETLANDS


Iron Retention and Vegetative Cover at the SIMCO Constructed Wetland: An Appraisal Through Year Eight of Operation. L. R. Stark, F. M. Williams, S. E. Stevens, Jr., and D. P. Eddy. p. 89


PREDICTING MINE WATER QUALITY

Early Weathering Behavior of Pyritic Coal Spoil Piles Interstratified With Chemical Amendments. J. J. Donovan and P. F. Ziemkiewicz. p. 119


WATER TREATMENT - CHEMICAL

The Effects of Anoxic Limestone Drains on Mine Water Chemistry. R. S. Hedin and G. R. Watzlaf. p. 185


Pipeline Treatment of A Metal Mine Drainage Containing Copper and Zinc. C. C. Hustwit and R. G. Sykes. p. 233


CONTROL OF AMD - WET COVERS


Subaqueous Disposal of Mine Waste: Laboratory Investigation. K. A. Lapakko. p. 270


Water Cover on Acid Generating Uranium Tailings - Laboratory and Field Studies. N. K. Davé and A. J. Vivyurka. p. 297

SITE CHARACTERIZATION MONITORING


Methodology for Locating and Quantifying Acid Mine Drainage in Ground Waters Entering Surface Waters. D. R. Lee and R. Dal Bianco. p. 327

Effects of Increased Iron Concentrations on the Mobility of Cadmium, Copper and Zinc in Leachates after Remedial Actions at an Old Sulfidic Mine Waste Site. K. Håkansson, S. Karlsson, and B. Allard. p. 336


CONTROL OF AMD - ALKALINE ADDITION


Alkaline Overburden Addition to Acid-Producing Materials to Prevent Acid Mine Drainage. J. Skousen and G. Larew. p. 375


MINE WATER GEOCHEMISTRY


Comparison of Duluth Complex Rock Dissolution in the Laboratory and Field. K. A. Lapakko. p. 419

VOLUME 2
TABLE OF CONTENTS

DRAINAGE - CASE STUDIES


Evaluation of Acid Prevention Techniques Used in Surface Mining.  F. A. Meek, Jr. p. 41

CONTROL OF MINE DRAINAGE - GENERAL

Long Term Behavior of Acid Forming Rock: Results of 11-Year Field Studies.  P. F. Ziemkiewicz and F. A. Meek, Jr. p. 49

Surface Chemical Methods of Forming Hardpan in Pyrrhotite Tailings and Prevention of the Acid Mine Drainage.  S. M. Ahmed. p. 57

Evaluation of Acid Generating Rock and Acid Consuming Rock Mixing to Prevent Acid Rock Drainage. S. J. Day. p. 77

Mitigation of Acid Mine Drainage by the Porous Envelope Effect. L. C. St-Arnaud, B. C. Aubé, M. E. Wiseman, and S. R. Aiken. p. 87

Potential Microencapsulation of Pyrite by Artificial Inducement of Fe-PO₄ Coatings. V. P. Evangelou. p. 96

CONTROL OF ACID MINE DRAINAGE - DRY COVERS

Shotcrete As A Cementitious Cover for Acid Generating Waste Rock Piles. C. E. Jones and J. Y. Wong. p. 104

Evaluation of A Composite Soil Cover to Control Acid Waste Rock Pile Drainage. A. V. Bell, M. D. Riley, and E. K. Yanful. p. 113


MINE HYDROLOGY


Assessment of Acid Mine Drainage Remediation Schemes on Ground Water Flow Regimes at A Reclaimed Mine Site. M. A. Gabr, J. J. Bowders, and M. S. Runner. p. 168


The Hydrogeology and Hydrogeochemistry of the Star Fire Site, Eastern Kentucky. D. R. Wunsch and J. S. Dinger. p. 188

Hydrogeologic Evaluation and Water Balance of A Thickened Tailings Deposit Near Timmins, ON, Canada. M. R. Woyshner and L. St-Arnaud. p. 198


POSTER SESSION MANUSCRIPTS

Laboratory Testing of Coatings for Prevention of Acid Drainage in Underground Coal Mines. R. L.


Modeling of a Reclaimed Surface Coal Mine Spoil Aquifer Using MODFLOW. J. W. Hawkins. p. 265


Hydrologic Assessment of Wellhead Protection in the Vicinity of A Room-and-Pillar Coal Mine. P. M. Jones and J. L. Ellenberger. p. 281

The Role of Sulfate and Ionic Strength on the Shift from Acid to Alkaline Mine Drainage in Southwest Pennsylvania. P. M. Jones, S. M. Mulvay and D. Fish. p. 289

In Situ Treatment of Acid Mine Drainage by Sulphate Reducing Bacteria in Open Pits: Scale-Up Experiences.  N. Kuyucak and P. St-Germain.  p.  303

Possible Options for In Situ Treatment of Acid Mine Drainage Seepages.  N. Kuyucak and P. St-Germain.  p.  311

Use of Bactericides to Control Acid Mine Drainage from Surface Operations.  D. Parisi, J. Horneman, and V. Rastogi.  p.  319


Simulated Weathering of Pyritic Shale with Added Limestone and Lime.  W. Rose and G. A. Daub.  p.  334


Iron and Manganese Dynamics in Laboratory Wetland Mesocosms: Implications for Coal Mine
Drainage Treatment. W. J. Tarutis, Jr. and R. F. Unz. p. 371


Volume 3

TABLE OF CONTENTS

PRODUCTIVITY CRITERIA FOR RESTORED SITES

Methodology for Monitoring Land Reclamation of Coal Mining Dumps. C. Val and A. Gil. p. 2

Comparison of Potential Soil Productivity Prior to and Following Mining. A. S. Rogowski. p. 12

The Use of Productivity Index to Predict Corn Yields on Restored Prime Farmland. R. I. Barnhisel and J. M. Hower. p. 20

Improving Land Restoration in Britain by Better Timing of Soil Movements. M. J. Reeve. p. 28


ECOLOGICAL RESTORATION

The Restoration of Species-Rich Grassland on Reclaimed Land. A. D. Kendle. p. 57

Raptor Use of Revegetated Coal Strip Mine Spoils in Interior Alaska. C. L. Elliott. p. 67


Relocation and Restoration in Limestone Quarries: Implications for Invertebrate Communities Following Two Extreme Forms of Management. W. R. Cullen and C. P. Wheater. p. 83


Biotic Development Comparisons of a Wetland Constructed to Treat Mine Water Drainage With a Natural Wetland System. H. J. Webster, M. J. Lacki, and J. W. Hummer. p. 102


SOIL AMENDMENTS

Dry Flue Gas Desulfurization Byproducts as Amendments for Acid Agricultural Soils. R. C. Stehouwer, P. Sutton and W. A. Dick. p. 120


Direct Revegetation of Fly Ash - A Greenhouse Study. R. I. Barnhisel. p. 159


REVEGETATION OF MINE WASTE


Reclamation of Phosphogypsum in Florida: Effects of an Overburden Cap. S. G. Richardson. p. 184

Fractionation of Heavy Metals in Organically Amended Mine Lands. M. R. Norland. p. 194

Growth and Trace Metal Content of Poplars Planted on Tailing Treated with Municipal Solid Waste Compost. S. W. Dewar and M. R. Norland. p. 203.

POST-MINING LAND USE


Influence of Grading Intensity on Ground Cover Establishment, Erosion, and Tree Establishment on Steep Slopes. J. L. Torbert and J. A. Burger. p. 226


Quantifying Topographic Differences Between Premining and Reclaimed Landscapes at a Large Surface Coal Mine. J. D. Friedlander. p. 241


FORESTRY

Effectiveness of Treatments to Establish Trees on Minelands During Drought and Wet Years. M. M. Larson, D. A. Kost, and J. P. Vimmerstedt. p. 257

Development of Broadleaved Woodland on Colliery and Open Pit Coal Mines in the United Kingdom. R. N. Humphries and G. E. McQuire. p. 267


Influence of Seeding Level upon Plant Community Dynamics on Reclaimed Mined Lands in

Ground Cover and Tree Growth on Calcareous Minesoils: Greater Influence of Soil Surface than Nitrogen Rate or Seed Mix. D. A. Kost and J. P. Vimmerstedt. p. 295

POSTER SESSION MANUSCRIPTS


Hybrid Pine for Tough Sites. W. H. Davidson. p. 313


Estimates of Nitrogen Availability of Poultry Manure and Sewage Sludge Amended in Mined Prime Farmlands. Q. Zhai and R. I. Barnhisel. p. 337

Volume 4

TABLE OF CONTENTS

SUBSIDENCE - RECLAMATION, CHARACTERIZATION
Investigation of a Subsidence Event Near Flushing, Ohio. C. M. Ledney and J. L. Hawk. p. 2


Resolving Abandoned Mine Conditions Susceptible to Surface Subsidence. K. K. Cohen and M. A. Trevits. p. 19


SUBSIDENCE - STRUCTURAL RESPONSE

Mining-Induced Surface Damage and the Study of Countermeasures. C. Jixian. p. 57

Retaining Walls on Subsidence Areas. B. K. Boczkaj. p. 66

Serviceability Criteria for Buildings in Mine Subsidence Area - Adjustment to Eurocodes. M. Kawulok and Z. Sulimowski. p. 74

Reinforcement of Residential Masonry Foundations to Minimize Damage Due to Mining-Induced Subsidence. R. A. Allwes and C. P. Mangelsdorf. p. 81

P. Acker. p. 91

Prevention of Damage to Highways and Railroads in Mining Areas. K. Klosek. p. 101


ABANDONED MINE LAND STUDIES

The Use of Containment Barriers and Fire Fighting Foams for the Extinguishment of Coal Waste Bank Fires: A Laboratory Study. J. R. Jones, A. G. Kim, and A. M. Kociban. p. 121

Cryogenic Slurry Method to Extinguish Waste Bank Fires. A. G. Kim and A. M. Kociban. p. 129

Mine Fire Diagnostics at the Large Mine Site. A. G. Kim and L. E. Dalverny. p. 139

Temperature Induced Changes in Magnetic Susceptibility of Pittsburgh Coal Seam Strata. L. E. Dalverny. p. 148


Reclamation of Abandoned Underground Mines in the United Kingdom. D. Brook. p. 163

MINE HYDROLOGY - TOPICAL ISSUES

Some Approaches to Determine the Potential Influence of Longwall Mining on Ground Water Resources. D. Elsworth, J. Liu, and Z. Ouyang. p. 172

Application of an Analytical Ground Water Flow Model to a Pseudokarst Setting in a Surface Coal Mine Spoil. W. W. Aljoe. p. 190

Investigation of Metal and Nonmetal Ion Migration through an Active Phosphogypsum Stack. O. C. Carter, Jr., C. W. Smith, and B. J. Scheiner. p. 199

MINE WASTE - TOPICAL ISSUES


Aerial and Aqueous Dispersion of Inorganic Contaminants - Significance for the Cornish Farming Industry. C. P. Waller, R. P. Edwards, and C. Wilkins. p. 244

Assessment of an Inactive Cyanide Heap Leach Stack Located in the Southeastern United States. J. R. Boyle and C. W. Smith. p. 254
POLICY ISSUES

The Bureau of Land Management Acid Rock Drainage Policy an Evolution in Environmental Protection. R. D. Williams. p. 264

The Environmental Management Programme Route to Integrated Environmental Management: A South African Mining Industry Perspective. J. C. Greeff. p. 269

Review of Canadian Legislation Relevant to Decommissioning Acid Mine Drainage Sites. I. Reichenbach. p. 275


Vegetation Productivity Equation Compatibility with Selected State Environmental Reclamation Laws and Regulations. J. B. Burley. p. 294

The Development of a Field Method for Evaluating the Success of Reclamation Efforts on Abandoned Mine Lands. I. L. Hunsberger and L. H. Michaud. p. 304

POSTER SESSION MANUSCRIPTS


Pipelines and Subsidence: Overlooked in SMCRA. R. Emison and R. J. Shostak. p. 322


Response of Surface Springs to Longwall Coal Mining Wasatch Plateau, Utah. L. L. M. Kadnuck. p. 345


How to Build a Coalition for AMD Amelioration in a Watershed. A Case History: Mill Creek of Jefferson and Clarion Counties, PA. T. Morrow, P. Dalby, B. Spozio, and G. Swope. p. 358

An Introduction to Land Reclamation Practices in China. D. Peng and B. Li. p. 368

Disturbance of Surface Stream Due to Longwall Mining. F. F. Peng, Z. Sun, and S. S. Peng. p. 368


Effects of Longwall Mining Subsidence on Ground Water Levels Within a Watershed Hydraulically Isolated from Mine Drainage. B. Staszewski. p. 392

Consolidation Behavior of Oil Sand Fine Tailings. N. N. Suthaker and J. D. Scott. p. 399

END OF 1994 CONTENTS